
3M Scotchpak"  MA450M
Packaging Film
Description:
This laminate consists of a polyester (PET) base "lm with 
an ethylene acrylic acid copolymer heat-sealable layer.  
The 3M proprietary lamination process does not use 
solvents or adhesives, minimizing potential for product 
interactions. This translucent "lm provides a strong heat-
seal to a variety of clean metal surfaces, metal vapor 
coatings and other substrates. This product is provided in 
roll form for use in manufacturing.

Characteristics:
·  Translucent

·  Heat-sealable (EAA)

·  High-strength seal to 
metal surfaces

·  Matte "nish on one side

·  Printable

Film Properties:
Test data presented are average values and are not 
intended to be used for speci"cation purposes.

Properties:

Nominal Values 
U.S.

Nominal Values 
Metric

Caliper

Sealant Thickness 3.44 mils 87.37 "m

Total Thickness 4.00 mils 101.60 #m

Seal Strength

22.0 lb/in 97.85 N/25.4 mm

Tensile

MD 12.0 lb/in 53.4 N/25.4 mm   

CD 15.0 lb/in 66.7 N/25.4 mm

Note: 3M test methods and product speci®cations available upon request.

3.4 mil Ethylene Acrylic Acid Copolymer
0.56 mil Polyester



3M Scotchpak"  MA450M 
Packaging Film

General Information:

Suggested Heat-Seal Conditions:
300±400#F (149±204#C) 
0.2±2.0 seconds 
20±60 psi

Traceability:
Each roll and shipment will contain a lot number 
which is traceable through production records to input 
materials and process conditions. Material traceability 
will be in compliance with United States current Good 
Manufacturing Practices (cGMP).      

Product Support Information:
This "lm has passed the requirements of USP <661>, 
Physicochemical Tests - Plastics. Additional product 
support information is available upon request.

Storage Conditions/Shelf Life:
The "lm should be stored at temperatures between 32-
86 degrees Fahrenheit (0-30# C) and relative humidity 
less than 75 percent. This product will maintain the 
stated performance for a period of two years from the 
manufactured date, when stored under recommended 
conditions.

Product Use:
3M makes no recommendation about the suitability of 
these products in the user's intended application. It is 
user's responsibility to determine whether its use of 3M 
products in a particular application is suitable and will 
comply with applicable laws and regulations.

For More Information, Please Call:
U.S.A. 1-800-643-8086 
Europe (49) 2131-14-2473
Japan (03) 3709-9671
Singapore (65) 6450 8888
www.3M.com/DDS

See 3M DDSD General Conditions of Sale for Components
for warranty information and other terms of sale.

Nominal Values 
U.S.

Nominal Values 
Metric

Length

Maximum 1500 yds. on 
3 in. I.D. cores

1371 m on 
76 mm I.D. cores

Approximate 
roll diameters

17.8 in 45.2 cm

Width

Maximum 50 in. 127 cm

Sample Roll 6 in x 25 yds 15 cm x 23 m
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